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Veneer
Thickness	 3.2 mm (nominal)
Species	 Maritime Pine and/or Radiata  
	 Pine
Joints	 Outer 2 plies are scarf jointed
	 Inner plies – scarf and/or  
	 butt jointed

Moisture Content
8% - 15% (at time of despatch)

Dimensional Tolerances
Length	 – 0 mm, + 20mm
Depth  
   up to 400mm	 – 0 mm, + 2 mm
   > 400mm 	 – 0 mm, + 4mm
Thickness	 – 0 mm, + 4 mm

Straightness
Spring & Bow	 1 mm in 1,000 mm	 
	 AS/NZS 2098.10
Squareness	 1 mm in 100 
	 AS/NZS 2098.10
Twist	 < Length (mm) x Width (mm)
	      3500 x Thickness (mm)
	 AS/NZS 2098.10

Density
660 kg/m3 (approximately) 

Adhesive
Phenolic – AS 2754.1

Bond
Type A – AS/NZS 2098.2

Finish
Unsanded faces, sawn edges and arrised edges.

Storage
Store on level bearers at maximum 1800mm 
centres well clear of the ground, and cover to keep 
dry but allow ventilation.

Material Safety Data Sheets (MSDS)
Please refer to the Wesbeam website at  
www.wesbeam.com to download the  
MSDS sheets.
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